
Declaration of Conformity
Manufacturer: Banner Engineering Corp.

Address: 9714 10th. Ave. N.
Minneapolis, MN 55441, USA

Herewith declares that:

–  is in conformity with the provisions of the
following Directives:

and that:

–  the following (parts/clauses of)
harmonized standards, national technical
standards and specifications have been used:

EU Notified Body: 

For specific models, covered under this DOC, see attached Schedule(s).

I, the undersigned, hereby declare that the equipment specified above conforms to the above Directive(s) and Standard(s).

John McMahon
Manager of New Product Regulatory Compliance

/            /
             MM/DD/YEAR Place 

Peter Mertens / Managing Director Banner 
Engineering Belgium BVBA 
Park Lane, Culliganlaan 2F
1831 Diegem, Belgium

/            /
            MM/DD/YEAR Place

            Document ID:  Rev: 



Declaration of Conformity
Attached Schedule — Schedule  of  

The following models were added to this DOC on:
/              /

MM/DD/YEAR

All models have been tested and conform to the following Harmonized Standards and the specific Edition/Year thereof:

Harmonized Standard Edition/Year


	Product Name: WLB92 Series, LED Light BarDC and AC Models 
	Directives: EMC Directive 2014 / 30 / EULow Voltage Directive 2014 / 35 / EU RoHS II Directive 2011/65/EU
	Standards: IEC 60598-1 IEC 60598-2-1 and IEC 60598-2-4IEC TR 62778 IEC 62031 EN 55015EN 61547EN 50581
	EU Notified Body: N.A. 
	Month:   10
	Month 2:   10
	Day:  26
	Day 2:   26
	year:  2017
	year 2:   2017
	CE Number: 
	Place: Minneapolis, MN, USA
	schedule number: 1
	total schedule : 1
	Harmonized: IEC 60598-1IEC 60598-2-1IEC 60598-2-4IEC 62031IEC TR 62778-ANNEX CEN 55015EN 61547EN 50581
	Edition/Year: 20141979/A1:198719972008/A1:2012/A2:2014 2014201320092012
	CE Number 2: 
	Models: Model WLB92; followed by Z; may be followed C; may be followed by R, Y, B, G, WW, or CW; followed by a number 550 to 1100; may be followed by X; may be followed by A; followed by CT*.Model WLB92; followed by Z; may be followed C; may be followed by R, Y, B, G, W, WW, or CW; followed by a number 550 to 1100; may be followed by X; may be followed by PB; followed by QM; may be followed by B, C, D, EF, G, I, or N*.Model WLB92; followed X; may be followed by R, Y, B, G, W, or WW; followed by 550 or 1100; may be followed by X; may be followed by PB or PWM; may be followed by Q or w/ with a number*.Power Cords:Model LQMAC-310B, LQMAC-306; followed by B, D, EF, G, I, NB*Model LQMAEC; followed by 3005SS, 301SS, 303SS, 306SS, 320SS, 330SS**All models above may include a suffix that includes up to 7 alphanumerical characters not impacting hardware or emission profile, or product safety approval.
	Models Overflow: AC Fixed "Conduit"AC PortableDC PortableWall Plug CordsetsContinuous Run/Cascade Cordsets
	Month 3:   10
	Day 3:   26
	year 3:   2017
	Place 2: Diegem, Belgium 
	Part Number: 201571
	Revision:   E
	Button7: 
	Button8: 


